§179.400-17

be closed again by rewelding, pref-
erably without a need for new parts. A
cutting torch may not be used.

§179.400-17 Inner tank piping.

(a) Product lines. The piping system
for vapor and liquid phase transfer and
venting must be made for material
compatible with the product and hav-
ing satisfactory properties at the lad-
ing temperature. The outlets of all
vapor phase and liquid phase lines
must be located so that accidental dis-
charge from these lines will not im-
pinge on any metal of the outer jacket,
car structures, trucks or safety appli-
ances. Suitable provison must be made
to allow for thermal expansion and
contraction.

(1) Loading and unloading line. A liq-
uid phase transfer line must be pro-
vided and it must have a manually op-
erated shut-off valve located as close
as practicable to the outer jacket, plus
a secondary closure that is liquid and
gas tight. This secondary closure must
permit any trapped pressure to bleed
off before the closure can be removed
completely. A vapor trap must be in-
corporated in the line and located as
close as practicable to the inner tank.
On a DOT-113A60W tank car, any load-
ing and unloading line must be vacuum
jacketed between the outer jacket and
the shut-off valve and the shut-off
valve must also be vacuum jacketed.

(2) Vapor phase line. A vapor phase
line must connect to the inner tank
and must be of sufficient size to permit
the pressure relief devices specified in
§179.400-20 and connected to this line to
operate at their design capacity with-
out excessive pressure build-up in the
tank. The vapor phase line must have a
manually operated shut-off valve lo-
cated as close as practicable to the
outer jacket, plus a secondary closure
that is liquid and gas tight. This sec-
ondary closure must permit any
trapped pressure to bleed off before the
closure can be removed completely.

(3) Vapor phase blowdown line. A blow-
down line must be provided. It must be
attached to the vapor phase line speci-
fied in paragraph (a)(2) of this section,
upstream of the shut-off valve in that
line. A by-pass line with a manually
operated shut-off valve must be pro-
vided to permit reduction of the inner
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tank pressure when the vapor phase
line is connected to a closed system.
The discharge from this line must be
outside the housing and must be di-
rected upward and away from oper-
ating personnel.

(b) Any pressure building system pro-
vided for the purpose of pressurizing
the vapor space of the inner tank to fa-
cilitate unloading the liquid lading
must be approved.

[Amdt. 179-32, 48 FR 27708, June 16, 1983, as
amended at 66 FR 45391, Aug. 28, 2001]

§179.400-18

(a) After all items to be welded to the
inner tank have been welded in place,
the inner tank must be pressure tested
at the test pressure prescribed in
§179.401-1. The temperature of the pres-
surizing medium may not exceed 100
°F. during the test. The inner tank
must hold the prescribed pressure for a
period of not less than ten minutes
without leakage or distortion. In a
pneumatic test, due regard for the pro-
tection of all personnel should be taken
because of the potential hazard in-
volved. After a hydrostatic test the
container and piping must be emptied
of all water and purged of all water
vapor.

(b) Caulking of welded joints to stop
leaks developed during the test is pro-
hibited. Repairs to welded joints must
be made as prescribed in AAR Speci-
fications for Tank Cars, appendix W.

Test of inner tank.

§179.400-19 Valves and gages.

(a) Valves. Manually operated shut-
off valves and control valves must be
provided wherever needed for control of
vapor phase pressure, vapor phase vent-
ing, liquid transfer and liquid flow
rates. All valves must be made from
approved materials compatible with
the lading and having satisfactory
properties at the lading temperature.

(1) Liquid control valves must be of
extended stem design.

(2) Packing, if used, must be satisfac-
tory for use in contact with the lading
and of approved materials that will ef-
fectively seal the valve stem without
causing difficulty of operation.

(3) Bach control valve and shut-off
valve must be readily operable. These
valves must be mounted so that their
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operation will not transmit excessive
forces to the piping system.

(b) Gages. Gages, except portable
units, must be securely mounted with-
in suitable protective housings. A lia-
uid level gage and a vapor phase pres-
sure gage must be provided as follows:

(1) Liquid level gage. (i) A gage of ap-
proved design to indicate the quantity
of liquefied lading within the inner
tank, mounted where it will be readily
visible to an operator during transfer
operations or storage, or a portable
gage with a readily accessible connec-
tion, or

(ii) A fixed length dip tube, with a
manually operated shut-off valve lo-
cated as close as practicable to the
outer jacket. The dip tube must indi-
cate the maximum liquid level for the
allowable filling density. The inner end
of the dip tube must be located on the
longitudinal centerline of the inner
tank and within four feet of the trans-
verse centerline of the inner tank.

(2) Vapor phase pressure gage. A vapor
phase pressure gage of approved design,
with a manually operated shut-off
valve located as close as practicable to
the outer jacket. The gage must indi-
cate the vapor pressure within the
inner tank and must be mounted where
it will be readily visible to an operator.
An additional fitting for use of a test
gage must be provided.

§179.400-20 Pressure relief devices.

(a) The tank must be provided with
pressure relief devices for the protec-
tion of the tank assembly and piping
system. The discharge from these de-
vices must be directed away from oper-
ating personnel, principal load bearing
members of the outer jacket, car struc-
ture, trucks and safety appliances.
Vent or weep holes in pressure relief
devices are prohibited. All main pres-
sure relief devices must discharge to
the outside of the protective housings
in which they are located, except that
this requirement does not apply to
pressure relief valves installed to pro-
tect isolated sections of lines between
the final valve and end closure.

(b) Materials. Materials used in pres-
sure relief devices must be suitable for
use at the temperature of the lading
and otherwise compatible with the lad-
ing in both the liquid and vapor phases.

§179.400-20

(c) Inner tank. Pressure relief devices
for the inner tank must be attached to
vapor phase piping and mounted so as
to remain at ambient temperature
prior to operation. The inner tank
must be equipped with one or more
pressure relief valves and one or more
safety vents (except as noted in para-
graph (¢)(3)(iv) of this section), and in-
stalled without an intervening shut-off
valve (except as noted in paragraph
(c)(3)(iii) of this section). Additional re-
quirements are as follows:

(1) Safety vent. The safety vent shall
function at the pressure specified in
§179.401-1. The safety vent must be flow
rated in accordance with the applicable
provisions of AAR Specifications for
Tank Cars, appendix A, and provide
sufficient capacity to meet the require-
ments of AAR Specifications for Tanks
Cars, appendix A, A8.07(a).

(2) Pressure relief valve. The pressure
relief valve must:

(i) be set to start-to-discharge at the
pressure specified in §179.401-1, and

(ii) meet the requirements of AAR
Specifications for Tank Cars, appendix
A, A8.07(b).

(3) Installation of safety vent and pres-
sure relief valve.—(i) Inlet piping. (A)
The opening through all piping and fit-
tings between the inner tank and its
pressure relief devices must have a
cross-sectional area at least equal to
that of the pressure relief device inlet,
and the flow characteristics of this up-
stream system must be such that the
pressure drop will not adversely affect
the relieving capacity or the proper op-
eration of the pressure relief device.

(B) When the required relief capacity
is met by the use of multiple pressure
relief device placed on one connection,
the inlet internal cross-sectional area
of this connection must be sufficient to
provide the required flow capacity for
the proper operation of the pressure re-
lief device system.

(ii) Owutlet piping. (A) The opening
through the discharge lines must have
a cross-sectional area at least equal to
that of the pressure relief device outlet
and may not reduce the relieving ca-
pacity below that required to properly
protect the inner tank.

(B) When the required relieving ca-
pacity is met by use of multiple pres-
sure relief devices placed on a common
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